
UL FORMULA Molded Case Circuit Breakers - 3.7

Terminal covers, phase separators and sealable screws

The terminal both high (HTC) and low (LTC) covers are applied to the circuit breaker to avoid ac-

cidental contact with live parts and, in this way, to guarantee protection against direct contact. 

The terminal covers are pre-punched for knock-out on the front to facilitate installation of busbars 

and/or cables, guaranteeing correct insulation.  

The phase separator partitions (PS) allow the insulation characteristics between phases to be 

increased near the connections. They are mounted on the front by inserting them into the corre-

sponding slots and can be applied either prior to or when the circuit breaker is already installed. 

The phase separators are incompatible with both the high and the low terminal covers.

The lead sealing kit consists of screws which, when applied onto the terminal covers or onto the 

circuit breaker front, prevent their removal, acting as a protection against direct contacts and 

tampering. The screws can be locked with a wire and sealed with lead.

The compulsory and optional phase separators and terminal covers needed for correct installa-

tion and insulation of the circuit breaker are indicated in the “Connection terminals” section of the 

Accessories chapter and in the “Overall dimension” chapter, in correspondence with each usable 

terminal. 

High terminal cover (HTC)

Low terminal cover (LTC)

Sealable screw

Phase separators (PS)

Sealable screw onto 

the circuit breaker front

Sealable screw onto

the terminal covers

Accessories

Mechanical accessories 

Terminal Covers

A1 A2

HTC 3p 2pcs KA1HTC-3 KA2HTC-3

LTC 3p 2pcs KA1LTC-3 KA2LTC-3

Sealable screws for terminal covers KA2SSW-T --

Sealable screws for front KA2SSW-F --

Phase Separators

A1 A2

2 pieces 4 pieces 2 pieces 4 pieces

PB 50mm KA1PBL-2 KA1PBL-3  --  --

PB 80mm  --  -- KA2PBL-2 KA2PBL-3

PB 100mm KA2PBH-2 KA2PBH-3 KA2PBH-2 KA2PBH-3

Sealable screws for front (IEC only) KA2SSW-F -- -- --


